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(2) The furnace shall be adequately 
stayed as found necessary in the judg-
ment of the Officer in Charge, Marine 
Inspection. 

(b) Distortion means the difference 
between any single measured diameter 
of the furnace and the diameter of a 
true circle at the same location. The 
diameter of the true circle may be 
taken as the original furnace diameter 
or may be determined by a means ac-
ceptable to the Officer in Charge, Ma-
rine Inspection. 

(c) Where the distortion does not ex-
ceed 11⁄2 inches it will not be necessary 
to force the furnace back to a true cir-
cle if the allowable pressure is reduced 
in the ratio of 11⁄2 percent for each one- 
tenth of an inch of distortion. However, 
if the maximum distortion does not ex-
ceed 1 inch and the length of the dis-
torted area is not more than three cor-
rugations, or, if the maximum distor-
tion does not exceed three-fourths inch 
for a length greater than three cor-

rugations of distorted area, the repairs 
or reduction in pressure will not be re-
quired unless considered necessary by 
the marine inspector. 

(d) When it becomes necessary to 
rivet a patch to a furnace or other part 
of the heating surface, the riveted 
patch shall be placed on the waterside 
of the plate in order not to form a 
pocket in which sediment may collect. 

(e) Furnace crowns which have be-
come distorted, not in excess of the 
limitations provided in paragraph (c) of 
this section, may be repaired by pump-
ing back the distorted section to as 
nearly a true circle as possible and re-
inforcing the same by means of a ring, 
arc- or gas-welded to the distorted cor-
rugation as shown in Figure 59.15–1, the 
welding to be done by welders and 
welding processors qualified in accord-
ance with part 57 of this subchapter 
using acceptable welding electrodes in 
accordance with § 57.02–4 of this sub-
chapter. 

FIGURE 59.15–1—APPROVED METHOD OF REINFORCING FURNACES BY MEANS OF ARC OR GAS WELDING 

§ 59.15–5 Stayed furnaces and combus-
tion chambers. 

(a) Where the plate forming the walls 
of stayed furnaces or combustion 
chambers become bulged between 
staybolts, repairs may be made by in-
serting an additional staybolt in the 
center of such space supported by the 
four staybolts. 

(b) Where it is desired to rivet a 
patch to the wall of a stayed furnace or 
combustion chamber, the defective por-
tion of the plate shall be cut away 
until solid material is reached, the 
patch shall be riveted on the waterside, 
and the staybolts renewed, and ex-
tended through the new plate. 
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